
3.  EXTERNAL COMBUSTION (BOILER, HEATER)

1

 (S) = percent sulfur (by weight) in the fuel.  List the percent sulfur on line 2 of the General Process Form.

SCC NAME FUEL TYPE / SIZE SCC CODE CO NOx PM10 SOx VOC Lead EF UNITS

Utility: Residual Oil #6 10100401 5 47 6.6(S) + 2.2 157(S) 0.76 0.00151 lb/1000 gallons
Normal Firing

Utility: Residual Oil #6 10100404 5 32 6.6(S) + 2.2 157(S) 0.76 0.00151  lb/1000 gallons
Tangential Firing

Utility: Distillate Oil 10100501 5 24 2 143.6(S) 0.2 0.00125 lb/1000 gallons
Normal Firing

Utility: Natural Gas 10100601 84 190 7.6 0.6 5.5 0.0005  lb/MM cu ft
Normal Firing > 100 MM Btu/Hr

Utility:  Natural Gas 10100602 84 100 7.6 0.6 5.5 0.0005 lb/MM cu ft
Normal Firing < 100 MMBtu/Hr

Utility: Natural Gas 10100604 24 170 7.6 0.6 5.5 0.0005  lb/MM cu ft
Tangential Firing

Industrial Residual Oil #6 10200402 5 55 8.03(S) + 2.65 159(S) 0.28 0.0042 lb/1000 gallons
10-100 MMBtu/Hr

Industrial Residual Oil #6 10200403 5 55 8.03(S) + 2.65 159(S) 0.28 0.0167 lb/1000 gallons
< 10 MMBtu/Hr

Industrial Residual Oil #5 10200404 5 47 8.6 162.7(S) 0.28 lb/1000 gallons
> 100 MM Btu/Hr

Industrial Distillate Oil 10200501 5 24 2 162.7(S) 0.2 lb/1000 gallons
Grade 1 & 2 Oil

Industrial Distillate Oil 10200502 5 20 2 144(S) 0.2 lb/1000 gallons
10-100 MMBtu/Hr

Industrial Distillate Oil 10200503 5 20 2 144(S) 0.2 lb/1000 gallons
< 10 MMBtu/Hr

Industrial Distillate Oil #4 10200504 5 47 6 155.7(S) 0.2 lb/1000 gallons
> 100 MM Btu/Hr

Industrial Distillate Oil 10200505 5 20 1 143.6(S) 0.2 lb/1000 gallons
Cogeneration Boiler



3.  EXTERNAL COMBUSTION (BOILER, HEATER)  (continued)

2

(S) = percent sulfur (by weight) in the fuel.  List the percent sulfur on line 2 of the General Process Form.

SCC NAME FUEL TYPE / SIZE SCC CODE CO NOx PM10 SOx VOC Lead EF UNITS

Industrial Natural Gas 10200601 84 280 7.6 0.6 5.5 0.0005 lb/MM cu ft
Over 100 MMBtu/Hr

Industrial Natural Gas 10200602 84 100 7.6 0.6 5.5 0.0005 lb/MM cu ft
10-100 MMBtu/Hr

Industrial Natural Gas 10200603 84 100 7.6 0.6 5.5 lb/MM cu ft
< 10 MMBtu/Hr

Industrial Natural Gas 10200604 24 170 7.6 0.6 5.5 lb/MM cu ft
Cogeneration Boiler

Industrial LPG: Butane 10201001 3.6 21 0.6 0.09(S) 0.6 lb/1000 gallons

Industrial LPG: Propane 10201002 3.2 19 0.6 0.02 0.6 lb/1000 gallons

Commercial/ Distillate Oil
Institutional Grade 1 & 2 Oil 10300501 5 24 1.08 162.7(S) 0.34 0.00125 lb/1000 gallons

Commercial/ Distillate Oil
Institutional 10-100MMBtu/Hr 10300502 5 20 1.08 144(S) 0.34 0.00125 lb/1000 gallons

Commercial/ Distillate Oil
Institutional < 10MMBtu/Hr 10300503 5 20 1.08 144(S) 0.34 0.00125 lb/1000 gallons

Commercial/ Natural Gas
Institutional Over 100 MMBtu/Hr 10300601 84 190 7.6 0.6 5.5 0.0005 lb/MM cu ft

Commercial/ Natural Gas
Institutional 10-100 MMBtu/Hr 10300602 84 100 7.6 0.6 5.5 0.0005 lb/MM cu ft

Commercial/ Natural Gas
Institutional < 10 MMBtu/Hr 10300603 84 100 7.6 0.6 5.5 0.0005 lb/MM cu ft

Commercial/ LPG: Propane 10301002 1.9 14 0.4 0.02 0.5 lb/1000 gallons
Institutional

Commercial/ Waste Oil 10301302 5 19 3.8 147(S) 1 2.2 lb/1000 gallons
Institutional

Industrial LPG: Space Heater 10500110 3.4 20 0.6 0.02 0.55 lb/1000 gallons


